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Features
Ultra wide dynamics.

The use of an ultra light cone 12-inch woofer, strong magnet, and a large flared port optimized for mid and upper bass
response translates into effortless dynamics and a bass line that you can follow and tap your feet to.

Custom built woofers.
For high efficiency and lightning quick acceleration, we custom designed a 12-inch woofer with an ultra light but stiff cone.
It is capable of reproducing all micro dynamics so you can tap your feet and follow the music.

Complements our True Subwoofers. 
True subwoofers need a heavier cone to work efficiently in the low bass. These woofers do not have very high efficiency in
the mid to upper bass. By splitting the bass range into low and mid/high bass, we get the best of both worlds – very tight,
dynamic upper bass with micro details, plus awesome deep bass performance. Note too that i.m. distortion is also reduced
– the mid and upper bass signals are no longer modulated by the high amplitude low bass signals. 

Sealed and Ported Variable Tuning Modes.
Variable tuning is here! The new MBM-12 MK2 allows the user to switch from sealed to ported mode with the flip of a 
switch and removal of a port plug. This provides ultimate flexibility and maximum performance for any type of system. 

Powerful BASH amplifiers.
The high headroom BASH amplifier works in concert with our woofer, protecting the MBM-12 MK2 from damage and 
keeping distortion to a minimum. 

Easy to set up.
It’s very easy to setup. Simply use a Y adapter to split the subwoofer out signal to feed both the true subwoofer and the
MBM-12 MK2. 




